
3/4" CHAMFER
ON OUTSIDE

1" CORK

REBAR (TYP.)
2" CLEAR FOR

3"X3"X1/4" ANGLE IRON (A-36 STEEL)
WITH 1/2"ØX5" LONG ANCHOR BOLTS
WELDED 18" O.C. FULL CONC. HEIGHT.
HOT DIP GALV. AFTER FABRICATION,
PRIOR TO INSTALLATION.

#5 REBAR 12" O.C.
OUTSIDE ONLY
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-0

"

2'-0"

EXPANSION JOINT DETAILCORNER DETAIL
3/4" = 1'-0"

WITH TAR PAPER
OR GREASE

#8 REBAR 4'

LONG 24" O.C.WRAP ONE END 

CORNER DETAIL AT OPENINGS

CORNER GUARD TO EXTEND FROM FLOOR TO
TOP OF CONCRETE WALL.

3/4" CHAMFER (TYP)
1-1/2"
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2"

CCA .40 TREATED
2X6 NAILER

NAILS 24" O.C.
10P GALV. COM.

NAILER DETAIL
N.T.S.

NOTE:    SOME HORIZONTAL SIDING JOINTS FALL ALONG THIS NAILER.
LOCATION OF NAILER IN CONCRETE IS CRITICAL.

1/2" CONTINUOUS CCA .40 TREATED SPACER
(SIDING MUST NOT CONTACT CONCRETE)

1/2"

CO
NC

. F
AC
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3/4" = 1'-0"3/4" = 1'-0"

SMARTSIDE
PANELING

1/2" AIRSPACE
NPI CAULKING
OR APP. EQUAL

ROLLER 
TUBE

CRANK ROD

STEEL CABLE

GEAR BOX

ROLLER CURTAIN GALVANIZED
STEEL FRAME ASSEMBLY

TEXTILENE POLYESTER
WOVEN MESH FABRIC CURTAIN
FABRIC COLOR: TO BE DETERMINED 
BY ENGINEER.

FABRIC 
GUIDE

CROSS BAR

TRACK ASSEMBLY AND CURTAIN FABRIC WILL BE SUPPLIED BY:
(OTTER CREEK AWNINGS; 19 ECHO PLACE, WILLISTON, VT. 05495
(802) 864-3009.)

1x CONTINUOUS BOARD 
(USE ENOUGH TO SECURELY
FASTEN FRAME TO BUILDING)

1" SQUARE GALVANIZED
STEEL TRACK ASSEMBLY

1x12 TRIM

GEAR BOX
ROLLER TUBE

TRUSS

SIDING

16 GA. GALVANIZED
METAL FLASHING 
ABOVE TRACK2 @ 2x12 HEADER

(CONTINUOUS)

2x6 CONTINUOUS BLOCKING
IN TRUSS WEB

BOTTOM CORD OF TRUSS

2x12 BACKER
(CONTINUOUS)

STEEL CABLE

ATTACH FRAME TO
FACE OF BOARD

BITUMINOUS
PAVEMENT (BY OTHERS)

NEW ROLLER CURTAIN
N.T.S.

CURTAIN TRACK & GUIDE DETAIL
3/4" = 1'-0"

TO BE CCA .40 TREATED
(2) 2x6 BOTTOM PLATE

OFFSET 1/2" OUTSIDE CONCRETE

ASSEMBLY AND INSTALLATION BY CONTRACTOR.

ATTACH BOARD TO CONCRETE WITH
CRETE-FLEX 1/4" STAINLESS STEEL
CONCRETE SCREWS

SWITCHES SHALL BE MOUNTED 42" A.F.F.
SWITCHES SHALL BE SPEC. GRADE, SIDE
WIRED W/ IVORY HANDLES, SWITCHES SHALL
BE RATED FOR 20 AMPS, 120/277 VOLTS
AND SHALL BE GROUNDING TYPE. 

DOUBLE LAMPHOLDER WITH I.R. MOTION
SENSOR CONTROL TWO 150W PAR 38
LAMP STONCO - LP2150W WHITE OR
APPROVED EQUAL. ATTACH LIGHT FIXTURES
TO BOTTOM CHORD OF RAFTERS ±24'
FROM FRONT OF BUILDING (TYPICAL)
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WALL MOUNTED SHOE BOX TYPE
CUTOFF DOWNLIGHT. FORWARD
THROW OPTICS, 100W METAL
HALIDE, BRONZE COLOR, WALL MOUNT
ABOUT 20' ABOVE GRADE, RUUD
MAC-405-D (TYPICAL OF 2).

EXTERIOR OUTLET

NOTE:
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GALV. CORNER
GUARD

TOP OF

EXPOSED

12
4

12" (TYP.)
BOXED

EXPANSION JOINT

2x8 LET-IN
DIAGONAL 
BRACING

TOP OF
CONCRETE

18'-0" FINIISH OPENING

ALL ELECTRICAL CONDUIT BELOW GRADE AND ON THE
EXTERIOR OF THE BUILDING SHALL BE 1" RIGID CONDUIT.
CONDUIT INSIDE THE BUILDING SHALL BE 3/4" SCH. 80 PVC.

CONCRETE
(TYPICAL)

(TYPICAL)
CONCRETE

EXPANSION
JOINT

EXPANSION
JOINT

RECEPTACLES DUPLEX SPEC. GRADE
3 WIRE GROUNDING TYPE, BACK
WIRED W/ IVORY NYLON BODY. 
RECEPT. SHALL BE RATED FOR 20
AMPS @ 125 VOLTS AND SHALL 
BE NEMA 5-20R CONFIGURATION

11'-0"18'-0"11'-0"

40'-0"
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"

DOORWAY
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EL

LOMANCO ALUMINUM TRIANGULAR GABLE LOUVER (BOTH ENDS)
300 SERIES, MODEL 312-4, 12' x 2'
OR APPROVED EQUAL
COLOR TO BE DETERMINED BY ENGINEER
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40'-0"

TOP OF

EXPOSED

12
4

CONCRETE
(TYPICAL)

(TYPICAL)
CONCRETE

CONSTRUCTION
JOINT

CONSTRUCTION
JOINTS

AMERI-DRAIN GALVALUME

WITH MATCHING RIDGE CAP,
29 GAUGE, COLOR IVY GREEN

FULL LENGTH SHEETS ONLY

TOP OF FOUNDATION WALL LEVEL
WITH FINISHED FLOOR AT DOOR OPENINGS

TOP OF FOUNDATION WALL LEVEL
WITH FINISHED FLOOR AT DOOR OPENINGS

SIDE ELEVATION
1/8" = 1'-0"

FRONT ELEVATION
1/8" = 1'-0"

BACK ELEVATION
1/8" = 1'-0"

FOUNDATION PLAN
1/8" = 1'-0"
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STANDARD

40' x 64' 
SALT / SAND SHED

PLAN, DETAILS
& ELEVATIONS
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A-1
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PRIOR TO CONSTRUCTION
CONTACT DIG SAFE 72 HOURS

D I G S A F E

1-888-344-7233

CONTRACTOR TO FIELD VERIFY ALL CONDITIONS, QUANTITIES AND DIMENSIONS PRIOR TO BIDDING.
THIS DRAWING IS A CLOSE REPRESENTATION OF CONDITIONS TO SHOW SCOPE OF WORK.
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